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All containers for solutions, drugs, and medicated supplies shall be
plainly labeled so as to remain legible before and after sterilization.
5. SERVICE ROOMS
Utility rooms shall be located one on each nursing unit and shall be
outside rooms with window or inside rooms equipped with adequate
lighting and ventilation.
These rooms shall be arranged to exclude patients and visitors. Sup-
plies shall be kept in proper order so that contents are easily available
for use by the staff.
There shall be satisfactory facilities for the disposal of contents of
urinals and bedpans and for the cleansing and disinfecting of these uten-
sils. Bathtubs, lavatories or sinks of any kind shall not be used for
cleaning bedpans.
New Construcfion: One linen closet and one supply closet shall be
required for each nursing unit and a floor equipment room shall be pro-
vided to accommodate wheel stretchers and wheel chairs or adequate
substitute facilities must be provided.
C. Heating
1. TEMPERATURE
The building must be equipped with a central heating unit adequate
to maintain a minimum temperature of 72 degrees Fahrenheit at all
times in patient areas, corridors and service areas, and adequate to main-
tain a temperature of 80 degrees Fahrenheit in the operating rooms,
nurseries, delivery rooms, recovery rooms and similar spaces. This may
be waived for hospitals of 25 beds or less having adequate heating units
to maintain the temperature required in this sub-section 1, Temperature.
2. BOILER-STEAM
New Construction: The boilers should generate steam at 125 pound
pressure, and 100 pound pressure should be run to the laundry. Re-
ducing valves must be provided for 50 pound pressure to sterilizers, for
20 pound pressure to kitchen or domestic hot water, and for 5 pounds
where steam is used for heating.
D. Lighting
1. NATURAL
Natural lighting must be adequate, or supplemented by artificial light.
2. ARTIFICIAL
Each room must have artificial lighting adequate for the purpose for
which the room is used. Patients' rooms must have adequate lighting for
reading and other uses as needed.
All entrances, hallways, stairways, inclines, ramps, cellars, attics, store-
rooms, kitchens, laundries and service units must have sufficient artificial
lighting to prevent accidents.
Lighting fixtures shall be of a proper type and so located as to con-
tribute to the comfort and safety of patients and personnel.
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